NASA Technical Memorandum 106943

Preloaded Joint Analysis Methodology
for Space Flight Systems

Jeffrey A. Chambers
Lewis Research Center
Cleveland, Ohio

December 1995

ll ii_‘": I

National Aeronautics and
Space Administration



PRELOADED JOINT ANALYSISMETHODOLOGY
FOR SPACE FLIGHT SYSTEMS

Jeffrey A. Chambers
National Aeronautics and Space Administration
Lewis Research Center
Cleveland, Ohio 44135

SUMMARY

Thisreport isacompilation of some of the most basic equations governing simple preloaded joint systems
and discussesthe more common modesof failureassociated with such hardware. Itisintended to providethemechanical
designer with the tool s necessary for designing abasic bolted joint. Although the information presented isintended to
aid in the engineering of space flight structures, the fundamentals are equally applicable to other forms of mechanical
design.

INTRODUCTION

Bolted joints are used in countless mechanical designs as the primary means of fastening. However common
though, the behavior of bolted jointsis quite complicated. For the typical bolted joint, various factors affect everything
from the initial torquing and preloading to the final forces carried in the bolt. The parameters that must be considered
to characterize joint behavior literally number in the hundreds making the proper selection, combination, and use of
the variables quite confusing, especially to the occasional user. When it is also considered that the failure of a bolted
joint will usually adversely affect the function or safety of the system, these factors take on even more importance.
Given their role in the system’s performance, the accurate characterization of bolted jointsis of great interest. Thisis
especially true when dealing with critical systems such as those encountered with space flight systems.

NOMENCLATURE
A nominal fastener cross-sectional area, in.?
Ay bearing area, in.?
Ag fastener shear cross-sectional area, in.?
A fastener tensile cross-sectional area, in.?
D nominal fastener diameter (shank), in.

Dmgorext ~ Maor pitch diameter, external threads, in.
Drinormin  Minor pitch diameter, internal threads, in.

Dp mean thread diameter, in.

d, countersunk head diameter or head bearing diameter, in.
o through-hole diameter, in.

dy effective countersunk head diameter, in.

Ep bolt modulus of elasticity, psi

E joint modulus of elasticity, psi

e edge distance or eccentricity, in.

For material bearing (yield or ultimate) strength, psi

Fsu material ultimate shear strength, psi
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Po final
Po,initial
Po,max
I:)o,mi n
Prelax

Psep

Pin

material yield shear strength, psi
material ultimate tensile strength, psi
material tensile yield strength, psi
typical nut factor

bolt stiffness, Ib/in.

joint stiffness, Ib/in.

fastener grip length, in.

thread engagement length or nut thickness, in.
insert thread engagement length, in.
ith loading plane

countersunk head depth, in.
abutment component thickness, in.
applied bending moment, Ib-in.
margin of safety

loading plane factor

total axial bolt load, Ib

changein axial bolt load, Ib

bearing load, b

total externally applied axial load, Ib
changein joint load, Ib

nominal bolt preload, Ib

fina joint preload, Ib

initial joint preload, |b

maximum expected bolt preload, Ib
minimum expected bolt preload, |b
axial bolt preload loss, Ib

joint separation load, 1b

axial bolt load due to thermal effects, Ib
ultimate tensile load, |b

thread pitch, in.

bending load ratio

shear load ratio

tensile load ratio

safety factor

safety factor for separation

applied torque, in.-1b

change in temperature, °F

thickness, in.

preload uncertainty factor

applied shear load, Ib
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a thread angle, radians

Op bolt coefficient of thermal expansion, in./in./°F

q; abutment coefficient of thermal expansion, in./in./°F

0 bolt deflection due to external load, in.

oy bolt deflection, in.

g abutment deflection, in.

Tl coefficient of friction between threads

He coefficient of friction between bolt head (or nut) and abutment
] thread helix angle, radians

(0} joint stiffness factor

THE PRELOADED JOINT

THE MECHANICS OF PRELOADING

A boltedjointismost commonly preloaded, or prestressed, through theinitial torquing of thejoining elements.
When an external torque is applied to the system, the bolt is elongated and the abutments (flanges) are compressed.
The elongation of the bolt resultsin aninitial tensileload, P, inthe bolt. Likewise, the compressed abutments deflect
and carry acompressive load (P,) in the region surrounding the bolt. For most typical joint designs, the bolt and flange
do not deflect at the same rate under preloading as aresult of their different stiffnesses. The abutments are often much
stiffer than the bolt resulting in less deflection than in the bolt (§; < 8y,). The preloading mechanism can be described
graphically as shown in fig. .

Load, |b

T 6b 6 1
Deflection, in.

Figure 1.—Load-deflection curve.

DETERMINING BOLT PRELOAD

In general, abolted joint performs best when it is preloaded such that the working loads are reacted primarily
by the portion of thejoint in compression. |f designed properly, the bolt actually carries only asmall portion (usually
lessthan 20 percent) of that external loadingwhilethegreater portion of |oadingisoffset by therel ease of thecompressive
energy introduced to the flanges during torquing. Essentially, alarge portion of work is performed by the joint while
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asmall portion of work is performed on the bolt. Thejoint isinitially placed in compression by applying atensile
preload to the bolt. Aninitial preload isintroduced so that the compression in the flangesis never completely relieved
and hence the flange faces never separate. 1n order to obtain thislevel of preload, the bolt is usually prestressed very
near its working limits (usually 65 to 90 percent of itsyield strength). This preload is most commonly obtained by
torquing of the elements and can be determined by (ref. 1)

P = %(1.01 u) 1)

(o]

The basic preload may vary from the intended value, either more or less, by an amount established by the
preload uncertainty factor, u. Preload uncertainty isafunction of many factorsincluding torquing devices, lubrication,
load measurement, etc. It accounts for parameters affecting the degree to which the applied torque actually resultsin
joint preload. These parameters can be the sensitivity of the torque measuring device or inconsistenciesin running
friction from one bolt to another, among others. In general, it is safe to assume that the prel oad uncertainty for a hand-
operated torque wrench used on alubricated fastener is +25percent (ref. 1). For comparison, if load sensing (instru-
mented) bolts are used, the prel oad uncertainty factor may be reduced to +5 percent.

The applied torque, T, and nominal diameter, D, are generally known and measurabl e parameters, but the nut
factor, K, isnot. The nut factor is essentially afactor applied to account for the effects of friction in the torquing
elements (both in the threads and under the bolt head/nut). From Barret (ref. 2), the typical nut factor, or torque
coefficient, can be approximated as a function of thread geometry and element coefficients of friction and may be
expressed as

D
_ “pQtany + pseca
K 2D81D—D—ptanwsec 1+ 0,625, @)

Unfortunately, thismethod is quite complex sincefrictional coefficients between heavily loaded parts are not
easily estimated with accuracy. A simpler approach isto assume that the nut factor usually ranges from 0.11 to 0.15
for lubricated fasteners. The lower end of this range provides the most conservative approach with respect to bolt
loading sinceit produces the highest bolt preload. The upper end of the range provides the most conservative estimate
for joint separation (to be discussed later) sinceit yieldsthelowest bolt preload. For unlubricated fasteners, anut factor
on the order of 0.2 may be used. When selecting a nut factor, the engineer may wish to examine both extremes of a
reasonable range in order to assess the impacts on joint design.

Asan aternativeto the typical nut factor method of determining preload, the torque-prel oad rel ationships can
be determined experimentally. Here, the torque-preload relationships are determined by direct measurements taken
from instrumented joint specimens. Statistical dataisrecorded for the torque required to achieve adesired bolt force.
Many relationships have been developed for various sizes, types, lubrications, and bolt materials commonly used in
space flight hardware and are well documented in MSFC-STD-486B (ref. 3). For tensile loading applications, if the
fastener istorqued in accordance with the guidelines, it may be assumed that the pretensioning devel ops 65 percent of
the tensile yield strength of the bolt material ™.

T _
5 = 065F A €)

1Establishi ng aninitial preload of 65 precent of yield is specific to some NASA space flight hardware. Other applications may require more
or lessinitial preload depending on functional requirements. However, when a preload target level is established, additional stresses(e.g.,
torsional stresses) must be considered that may be additive to the axial preload stress.
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Thetensile area, A;, isthe minimum cross-sectional area of the bolt and is calculated from the following
equation (ref. 1):

A = E(D—O.9743p)2 4)

For NAS and M S standard fasteners of A-286 material with ayield strength of 85 000 psi, lubricated and
torqued in accordance with reference 3, equation (3) may be expressed as

T _ _
5 = (0.65)(85000)A, = (55250)A (5)

Torquing and preload uncertainty, however, are not the only parameters affecting the initial joint preload.
Temperaturechangesand prel oad rel axation can modify initial preload. Thermal |oading onthejoint may beexperienced
if thebolt and flange material shave different coefficients of thermal expansion and thejoint issubjected to atemperature
change. Under a given temperature change (measured from the assembly state) the bolt and abutments expand or
contract at differing rates which introduces atension or relaxation in the bolt (Py,). Small changesin global operating
conditions or large local temperature gradients can result in significant changesin joint loading and therefore must be
considered.

To maintain contact within the joint, the thermal deflection of the bolt must be balanced by the total deflection
intheflanges. For purposes of devel oping the relation, assume a connection with flanges made of aluminum and abolt
made of steel (a; > ay,) is subjected to a uniform temperature increase. The flanges attempt to expand more than the
bolt will allow which increases the load in the bolt. Therefore the total elongation of the bolt is the result of two
components: the unrestricted thermal elongation plus an elongation due to the increased load in the joint. The total
deflection in the flanges is the difference between the unrestricted thermal expansion and the additional compression
dueto theincrease in preload. The change in preload can be derived as shown below.

5, = i‘m LAT (6)
b~ K b
b
5 = g AT @
j K j

Since the bolt and joint deflections are equal, 3y, = 9;,

Pin Pth

4+ o, LAT = —— +a LAT
Ky a, Kj Q; (8)
+ K.
b i — _
PthD KbKj 0= LAT((J(j ap) 9

Rearranging yields the following basic thermal loading relation:

K,K:
—_O-btiQ
Pih = EKb+ KJDLAT(O(J-—O(b) (10)
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Figure illustrates how atemperature change affects the initial joint load.

Load, Ib
________ (xj > 0p
= Increased
th Temperature |
W~ T T T = I
I I
Po Jfinal | |
P

0, initial |
I I
I I
1 1

Deflection, in.

Figure 2.—Thermal loading effects.

Prel oad rel axation (or embedding) occursasthe contact surfacesof theflangesand joining elementsexperience
local yielding asthey conform to one another over aperiod of time. Surface defects and machine marksthat form high
points on the contact surfaces experience local yielding under the preload. This eventually works to seat the surfaces
together and relieves some portion of the preload as shown infig. 2. There may also be somelocalized yielding in the
threads of the bolt and nut that resultsin additional relaxation. Preload relaxation can aso be encounteredif elastomeric
joint materials (e.g., gaskets) are used and experience permanent set over time. Dynamic or cyclic loading can lead to
settling in the joint through fretting of the contact surfaces. The amount of preload relaxation can be quite difficult to
characterize since it must consider the materials, loading, and physical (e.g., corrosive) environment in which the joint
exists. Theamount of embedding for typical metal-to-metal jointsin anoncorrosive environment istypically between
2and 10percent (ref. 4). For designand analysispurposesitissafeto assumethe preloadlossto beabout 5 percent, that s,

I:’relax = 0_05P0’ min (11)
Load, Ib
I:’relax__ ______
Po,initial
Po,final
Embedding
Deflection, in.

Figure 3.—Relaxation effects.

By including the effects of preload uncertainty, thermal effects, and preload relaxation, the maximum and
minimum expected preloads in the joint may be described by (ref. 1)

P = %(1.0 +U) + Py, (12)

0, max
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and

_ T
Po, min — @(1'0_u)_Pth_Prelax (13)

Combining al factors for amanually torqued, lubricated fastener with negligible thermal effects, enables
equations (12) and (13) to be expressed as

T

Po,max = icg5(1-29) (14)
and

_ T

Po,min = g (0-78) =0.05P; i (15)
or
_ T
Po,min = 5(0-714) (16)

Equations (14) and (16) are used to determine the maximum and minimum expected prel oadsfor varioussizes
of A-286 alloy and 300 Series CRES fasteners (see tables | and I1).

TABLE I.-MINIMUM AND MAXIMUM EXPECTED JOINT PRELOADS
FOR A-286 FASTENERS?

Diameter code i'r:‘f’z T IIED, Poigwinv Po,lgax,
#2 - 56 (0.086) 0.00370 204 146 256
#4 - 40 (0.112) 0.00604 334 239 417
#6 - 32 (0.138) 0.00909 502 359 628
#8 - 32 (0.164) 0.0140 774 553 967
#10 - 32 (0.190) 0.0200 1105 789 1381
1/4 - 28 0.0364 2011 1436 2514
5/16 - 24 0.0580 3205 2289 4006
3/8 -24 0.0878 4851 3465 6064
7/16 - 20 0.1187 6558 4684 8198
1/2 - 20 0.1599 8835 6311 11043
9/16 - 18 0.203 11216 8011 14020
5/8 - 18 0.256 14144 10103 17680
3/4-16 0.373 20608 14720 25760

8For A-286 alloy fasteners with minimum properties: Fy, = 130 ksi, Fiy = 85 ksi, Fg, = 85 ksi.
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TABLE II.-MINIMUM AND MAXIMUM EXPECTED JOINT PRELOADS
FOR 300 SERIES CRES 300 FASTENERS?

Diameter code T Ilt<3D’ Poigm’ PO,IrBaX!
#2 - 56 (0.086) 63 45 78
#4 - 40 (0.112) 102 73 128
#6 - 32 (0.138) 154 110 192
48 - 32 (0.164) 237 169 296
#10 - 32 (0.190) 338 241 423
1/4 - 28 615 439 769
5/16 - 24 980 700 1225
3/8 - 24 1484 1060 1855
7/16 - 20 2006 1433 2508
1/2 - 20 2702 1930 3378
9/16 - 18 3431 2451 4288
5/8 - 18 4326 3090 5408
3/4-16 6304 4503 7880

&For 300 series CRES fasteners with minimum properties: Fy, = 73 ksi, Fyy, = 26 ksi, Fg, = 50 ksi.

FASTENER AXIAL LOAD

Thetotal axial load in afastener consists of the preload plusthat portion of the external mechanical load not
reacted by thejoint. The total axial bolt load, Py, can be given by (ref. 1)

P,=P + (SF x ngP,) 17

0, max

where Pg is the resultant external force directed at thejoint. This can be obtained through afree-body diagram of the
system, finite element results, or other means. This external force must however include all components (e.g., prying
action, moment resistance, etc.) that may increase or decrease the final force acting at the bolt. A factor of safety (SF)
isapplied to the external loading only (as opposed to P, as awhol€) since inaccuracies of the preloading process have
already been accounted for in the development of P,. Thefactorsof safety for general spaceflight hardware are usually
dependent on the method of verification used (ref. 5) and may differ from program to program. For nonpressurized,
untested applications the safety factorsare normally 1.25 and 2.0 for yield and ultimate strengths, respectively, while
1.1and 1.4 aretypical for nonpressurized, tested applications. Safety factors are strongly dependent on the specific
application, method of loading, and overall design requirements, and therefore should be reviewed carefully before
using them with the joint equations.
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Thetermsn and @represent the effectiveness of thejoint in reducing the amount of external loading transferred
to the bolt. Both parameters can be examined by considering the joint as a system of springs as shown in figure 4.

Under theinitial preloading the bolt carries atensile load while the flanges carry an equal compressive load.
If an external tensile load, Py, is introduced very near the contact surface between the two flanges (n DO), then both
flanges are further compressed through almost their entire depth. Only avery small portion of the flanges between the
induction pointsis left to undergo relaxation of its compressive preload. In the spring diagram, springsaand d are
very long in comparison to springs b and c. Asthe external load is applied, springs b and c are relieved (unloaded) of
some of their compression while springsaand d are further compressed (loaded). The compressive deflection relieved
insprings b and c is partly offset by the additional compressive deflection gained in springsaand d. Any additional
elongation (and hence loading) in the bolt is equal to the difference in deflections between the unloaded and loaded
sections of the flanges. This action with the flanges reacts a large portion of the external loading as shown in
fig. 5(8). When the magnitude of P reachesthat of theinitial preload, P, al remaining compression in springs b and
¢ has been relieved and the flange faces separate. Once the flanges have separated, the bolt is left to carry the entire
external load.

If the external loading is applied at the free faces of the flanges (n = 1.0), the entire thickness of the flanges
arerelieved of their compression asloading is applied. All springsa, b, ¢, and d arerelaxed. Sincethereisno flange
material beyond theloading planesto undergo additional compression (such asin the previous case), the bolt el ongates
at the same rate that the flanges are relieved. In this situation the joint follows the |oad-deflection curve as shown in
fig. 5(b). Again, separation of theflangesis not encountered until all compression in the flanges hasbeen relieved. For
equal loading applied in both cases, the latter case (n = 1.0) resultsin greater load being transferred to the bolt.

Pet Pet
n=05¢-~-—-- _ b
n=0 - Kb
n=05 - - = --i ¢
RS A
Pet Pet
Figure 4.—Joint and spring analogy.
(@n0o (byn=1
AP, AP,
1 P
/ | . et
7 P
5 77 N oy [Per  Po | ’
b
P, / I Po I
/ | |
/
/ | I
le nd;
6b 6b 5]
6b + (1 - I"I)6J

Figure 5.—Effects of loading plane.

NASA TM-106943 9



In most practical joint applicationsthe behavior of thejoint isat some point between these two extremes. For
common joint designstheload is carried somewhere near the midplanes of the flanges as shown in fig. 6. With loading
introduced near these midplanes (n = 0.5), the flange regionsinboard and outboard of the |oading planes work together
much like the case of n 00 but to alesser degree. The loading plane factor is described by reference 1 as

_ distance between loading planes
total thickness of joint

(18)

For most joints, it is usually acceptable to assume the loading planesto be located at the midplanes of the
flanges or the midplanes outermost members if more than two components are being bolted. Thejoint configuration
should always be examined closely to insure that this assumption is applicable.

- — - Initial joint
Factored joint
3
Load, Ib
AP,
7
7 | \ Pet
Py 71\ AP,
Po,max Y d | \
/ | \
/ \
/ | \
[ |
I 6b n6] U
(1-Mg; + d, o}
Deflection, in.

Figure 6.—Tension loaded joint.

The stiffness factor, ¢, determines the proportion in which the load is shared between bolt and joint. Since
the extensional deflection, &, of the bolt under an arbitrary tensileloading, Py, isequal to the amount of net deflection
in the flanges, the force in each component can be determined with the aid of the load-deflection diagram (fig. 6).

Pey = AP, + AP (19)
AP, = _ Po 5 20
b = {6b+(1—n)6j (20)
P
- 0 o0
AP = =D (21)
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Rearranging equation (20) and using the result to rewrite equation (19) in terms of AR, give

O, + (1—n)d;
5= Apb[w} (22)
I:)O
P o, +(1—n)d. o, +(1-n)d.
= 0 on eI Sl o AR
O+ (L-n)d, nd; + (3, +(1-n)d;)
P = APb+APb{—n-5-j-—i} = APb[ : T ! } (24)
Po* O

Pet = APy ne. 0 (25)

i

PO

O = K_b (26)

P K;
5 = 2 =g LI @7

i j brK,

bt K

Py = ApbgnKb H (28)
So the stiffness factor (or load factor) is defined as
_ Ky 29
?TRoTK, (29)
Then equation (28) can be written as

APy = n@Pg, (30)

The bolt stiffness, Ky, isequal to the axial stiffness of acircular rod with a cross section based on the nominal
bolt diameter. The joint stiffness, K;, is taken as the stiffness of the flange region which experiences the compressive
preload. It can bevery difficult to determine the exact region of the flange which is placed in compression and equally
difficult to determine its stiffness. Several methods exist that estimate (either mathematically or experimentally) the
stiffness of thisload affected region; however, the method outlined by Shigley (ref. 6) hasbeen used inthisreport. This
method assumes that compressive loading in the flange(s) is distributed through 45 ° conical sectionslike those shown
infig. 6. Relationsfor the various joint parameters are given for several typical joint configurations shown in
figures 7 to 10.
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Configuration 1

Multiple parts are bolted together with a through-bolt and washer/nut combination. The bolt may be hex,

socket, or pan head style (seefig. 7).

yh [T T

LP4

LP,

: AN

|

Figure 7.—Joint configuration 1.

For configuration 1, the following equations apply:

1212 Ej =
D_llj _2

Oy
DEEF

| |
Ty
2 2

Y pera——
1 2---

Configuration 2

Parts are bolted together with aflat-head through-bolt and washer/nut combination (seefig. 8).

dh

|hl T

+D”D

Il >\
DN AN

——>

: N W

Figure 8.—Joint configuration 2.

12

LP,

LP,

(31)

(32)

(33)

(34)

(39
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For configuration 2, the following equations apply:

L =1+l fy -2 (36)
AE,
Kb = ""I:" (37)
B nEjD
K. = (38)

j (L+d,—D)(d,, + D)(L+05D)
nhL+dW+DXdW—DXL+25DJ

d, = (39)

Notethat, if d,,=1.5D, which isthe case for typical aerospace fasteners, then equation (38) reducesto
equation (33).

E; = | (40)
51—‘5 I I
29+ 24 40
OB 0 B E,
a 0

n= (41)

Configuration 3

Parts are bolted together with abolt threaded into the last part (with or without insert). The bolt may be hex,
socket, or pan head style (seefig. 9).

Jh [T T

AN AN

7 N )
8 \\\ Egb\ !

L,

%e

LP,

< —

Figure 9.—Joint configuration 3.
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For configuration 3, the following equations apply:

L.
_ g
L= ly+lp* o +Ha-21 (42)
K, = él.zl’ (43)
b L
nE. D
N OLJ+05 (44
|n[5B2-_-DD]
[DOL + 2.5D0
E = L (45)
] L||:|
(R A Bn_ED
—+ =+ ...+ O—
E, B 0E DO
0
Iy L;
1 _g
) 2+|2+ +Hn >0
n = (46)
L+, + ..+l

Configuration 4

Parts are bolted together using a flat-head bolt threaded into the last assembled part (see fig. 10):

" [a
e N\ LP;
) \\\\jég g\\\\\ _

L LI
Figure 10.—Joint configuration 4.

For configuration 4, the following equations apply:

| L,
- hJ 0
L = Bl‘§D+'2+"'+Bn“2‘D (47)

K, = — (48)

NASA TM-106943



T[EJ-D

K. = 49
] in (L+d,-D)(d,+D) (49)
(L+d,+D)(d,-D)
d, = 5 (50)
Note again that, if d,, = 1.5D, then equation (49) reduces to equation (44)
E; = L (51)
g, q,-50
1720 1y n~ 20
+ =+ O0—0
0B 0 B 0B O
u u U
I L.
a0 i
Bl—§D+I2+...+Bn——2-D
n= (52)
L+l+ .+

FASTENER STRENGTH CRITERIA

Ingeneral, for prel oaded jointstowork effectively they must meet (at aminimum) thefollowing criteria(ref. 1):

1) Bolt(s) and joint must have adequate strength.
2) Joint must not experience separation under loading.
3) Bolt(s) must have adequate fracture and fatigue life.

Only thefirst two requirementswill bediscussed inthisreport. Thethird requirement addresses joints subject
to dynamic or cyclic loading and is a matter that needs to be addressed separately. In most applications the bolted
connectionsin space flight hardware are considered to be statically loaded. The dynamic load components present
during the launch, orbit, and landing phases are usually short in duration and therefore replaced by equivalent static
loads that would be developed by the dynamic events (ref. 5).

Thefirst requirement is explicitly defined by the payload safety verification requirements associated with
space flight hardware which mandates that all safety and fracture critical fasteners possess positive (> 0.0) margins of
safety for all modes of failure. These margins of safety (M S) for bolts under various states of loading can be expressed
(but are not limited to) asfollows:

TENSION ONLY CRITERIA

For bolts subjected to pure tensile loading, the following is applicable:

_ TensileAllowable

MS
P

1.0 (53)
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In general, for most modes of failureamargin of safety can be calculated for both ultimate and yield strengths.
Both of these margins should be checked to determine whichislimiting (critical) since a positive margin may exist for
one while a negative margin exists for the other.

SHEAR ONLY CRITERIA?

For bolts subjected to pure shear loading, the following is applicable:

_ ShearAllowable

MS SFxV

1.0 (54)

The externally applied shear load, V, is again found by resolving all external shear loads into a resultant load
acting at the individual fastener. The shear load usually has components determined from translational forces as well
as components resulting from resisting momentsin the joint. The allowable shear load can be given by

ShearAllowable = Fg A (55)

A similar relation exists for the allowable yield load in shear.

The shear area, Ag, is normally egual to the minimum tensile area, for example, Ag=A;, unlessthejointis
designed such that the shear plane acts on the unthreaded shank of the fastener. If the shear plane acts solely through
the unthreaded portion of the bolt, the shear area may be based on the nominal diameter.

The bolt material ultimate shear strength, Fy,, can usually be found for most ductile materialsin references
suchasMIL-HDBK-5F or ASTM material specifications. Theshear yield strength, F, may beassumedtobe0.577F;,.

COMBINED TENSION AND SHEAR

For bolts subjected to the combination of simultaneous tension and shear, the following interaction equation
must be satisfied (ref. 7):

RE+R’ <10 (56)
where the axia and shear load ratios are
= P 57
R = BendingAllowable (57)
_ SF xV
S = ShearAllowable (58)

If equation (56) is viewed graphically, a curve is defined in the Ri-Rg space such as that shown in figure 11.
Any combination of R; and Rgbeneath thiscurve satisfiesthe criteriaand the bolt possesses some margin against failure.
The margin of safety is represented by the shortest distance from the Ry-Rg point to the curve established by equa-
tion (56). This distance can be quite difficult to determine however, so an alternate method for estimating a relative
numerical margin of safety given by equation (59) may be used.

MS = ——— _10 (59)
2 3

R +Rs

2The equations presented here are for joint systems where the applied shear loads are minimal in comparison to the axi-
ally applied loads (preload included). Joints designed principally for shear require special considerations, and hence
the reader is cautioned to use extreme care when designing such a joint.
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1.0

LT T
| True Margin —— N
N
vd
0.75__"_"___fI
o l
i} | \
N i
5 , \
g 0.50 ;
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= f
Q
i) |
c
L I
0.25 :
|
|
!
0.0 L
0.0 0.25 0.50 0.75 1.0

Shear Load Ratio, Rg
Figure 11.—Combined shear-tension relation.

COMBINED TENSION, SHEAR, AND BENDING

Althoughitisgood design practiceto avoid putting boltsinto direct bending, occasionsdo arisewhere bending
is experienced. Bolt bending may result from double shear, misalignment during assembly, use of long spacers, or
from flanges that are several orders of magnitude stiffer than the bolt. In the latter case the flange tends to rotate asa
rigid body, forcing the head of the bolt to rotate which applies moment loading to the bolt. For bolts subjected to the
combination of tension, shear, and bending loads acting simultaneously, the following relation must hold (ref. 1):

(R+R)+R<10 (60)

where the ratio for the bending alowable is given by equation (61).

_ SF x M
b = BendingAllowable (61)

The bending alowable is usually based on the modulus of rupture (ref. 7) of the bolt material. The margin of safety
relation®is

MS= —— % 10 (62)

JR+ Ry + RS

3The reader is cautioned that equations (59) and (62) can be unconservative in certain situations. The proper interaction equations
should always be checked for critical applications.
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Margins of safety should be calculated for both yield and tensile strengths to determine the limiting case.

BOLT THREAD SHEAR

The thread shear area of the bolt is the cylindrical areaformed by the minor diameter of the mating internal
threads and the length of thread engagement (ref. 8). This shear area can be estimated from the following relation:

— 5T[LeDminor, int (63)

Ag 8

where L isthe engaged length of bolt thread. Usually, only the ultimate thread strength under axial loading is checked
with the ultimate load being given as

Puit = FsuAs (64)
The margin of safety is
P
Ms= -4 10 (65)
Pb

JOINT SEPARATION CRITERIA

Separation of ajoint occurswhentheexternal tensileload relievesall of theinitial compressive prel oad applied
tothejoint. Once the joint separates, the flanges cannot contribute to the load carrying capability of the connection,
and the bolt is |eft to carry all of the external loading. In addition to increasing the total bolt load, this condition also
severely hampersthefatigueresistanceof thejoint under cyclicloading. Influid or pressureapplicationsjoint separation
may also lead toleaking. For these reasons and others, separation isan unwanted condition for thejoint. Therefore the
design criteria states that separation of a preloaded joint must not occur. Figure illustrates this separation conditionin
terms of the load-deflection diagram.

Load, Ib
l APy,
|
| P
Pb | et
I:)o,min : Psep
I
f -3+ 5, S Separation
Deflection, in.

Figure 12.—Joint separation effect.

18 NASA TM-106943



At any load P resulting in Peep < Py min, the system possesses compressive energy and behaves as discussed
earlier. When the portion of |oading carried by thejoint equalsthe preload (represented by the dashed line), AP, = Pgy,
= Py min, the compressive force held in thejoint istotally exhausted and thejoint begins to separate. Loading thejoint
beyond the separation point resultsin all of the loading being transferred through the bolt.

Referring back to equation (30) reveal sthat the portion of |oading carried by thebolt at thispoint of separationis
AP, = nePy, (66)
Therefore the separation load is defined by
Psep = AP} = (1-n@)Pg (67)
The margin of safety for joint separation can then be given as
MS = ﬁj‘;%p ~1.0 (68)

The recommended factor of safety for joint separation, Sk, isequal to 1.2 for structural applications and
1.4 for pressure system applications.

OTHER MODES OF FAILURE

Depending on thejoint application, there are other modes of failure that may need to be addressed. These may
include shear tear out of the lug material, bearing of the bolt against the lug, and bearing of the bolt head and/or nut
against the lug.

SHEAR TEAR OUT

Shear tear out is possible when the bolt is positioned near the free edge of one or more of the abutment
components and is loaded in shear. The bolt fails the abutment by shearing (or tearing) the material between the hole
and the free edge of the abutment. Thistype of failure is common with lug type fittings and thin sheet abutments. The
ultimate shear out load is

I:)ult = I:suAs (69)
The available shear area (ref. 7) is
A = 2t~ 20 (70)

wheret isthe thickness of the sheet or lug, e isthe perpendicular distance from the hole centerline to the free edge of
the sheet, and D isthe nominal fastener diameter (asshown infig. 13). A factor of two isused in the calculation of the
shear area since the tear out occurs along two planes; one on each side of the bolt. Thisareais quite conservative since
it considersthe shear planesacting al ong the shortest distance between the edge of the hole and edge of the sheet (across
section a-a). Morerealistically, this shearing action would occur at planes (sections b-b) located at some anglerelative
to the centerline (ref. 7).
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Figure 13.—Shear tear out of sheet edge.

The associated margin of safety isthen

F)uIt

MS= sexv

-10 (71)

The possibility of encountering shear tearout can be greatly reduced if design practices are employed which
maintain minimum &/D ratios of 2.0 or more. Occasionally the hardware design does not permit maintaining the 2.0
factor and the ratio must be reduced. In this situation, the e/D ratio may be reduced to as low as 1.5, however, itis
never advisableto permit edge conditionsresulting in an e/D ratio of lessthan 1.5 (ref. 9). Astheratiofallsbelow 1.5,
shear tearout failure becomes less prominent as the dominating stresses are tensile in nature. The failure mode then
becomes a tensile (hoop stress) failure across the minimum section between the bolt and edge of the abutment.

BOLT BEARING

If the bolt isloaded in shear, bearing failure may occur as the bolt is pressed against the side of the through-
hole or bushing. Thisloads the surrounding material with high bearing stresses that can locally fail the sheet or lug
material. Thelimiting bearing load is given as

Por = ForApr (72)
where the bearing area, Ay, is
A, = Dt (73)
and
MS = —b_ g0 (74)
SFxV

These equations should be checked for both yield and ultimate conditions.

A more rigorous method of determining both the shear tear o\ut and bearing failures is developed in Bruhn
(ref. 7) and NASA TM X-73305 (ref. 10). Thisistherecommended method if the preceding equationsindicate marginal
results (e.g., MS< 0.5) or if the e/D ratio isbelow 1.5.
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BEARING UNDER THE BOLT HEAD

Bearing under the head of thebolt (or nut) may need to be examined in situations of high preload, large external
loads, or soft abutment materials. Thelimiting bearing load isthe same asthat of equation (72) except the bearing area
isreplaced by the effective projected area over which the load acts. This bearing areais given by

2 2
_ m(dp—d;)

br — 4 (75)

where d, is the minimum contact diameter of the bolt head (or washer) and d; is the maximum diameter of the lug
through-hole. The margins of safety are again calculated for both yield and ultimate using equation (74).

THREADED INSERT ANALYSIS

For joints using threaded inserts, such as the joint shown in fig. 14, three basic modes of failures may be
encountered. The first mode of failure, shear failure of the insert’s internal threads, is exhibited as the fastener pulls
out of theinsert, failing theinternal threads of theinsert. The second failure mode, shear failure of theinsert’s external
threads, is exhibited as the insert pulls from the parent material, failing the external threads of the insert. The third
mode of failure, shear failure of the parent material’sinternal threads, results as the fastener and insert together pull
from the parent material, failing the internal threads of the parent material. Each failure mode may be investigated
using the methods described in the following sections.

LT 11

L LLe
Figure 14.— Typical threaded insert application.

INSERT INTERNAL THREAD FAILURE

The ultimate strength of the insert in the internal thread shear failure mode is dependent on the amount of
shear area available to resist axial loading of the bolt. Thisthread shear areais afunction of the thread size and type
aswell asthelength of thread engagement. In much the same manner asthe external thread shear strength of the bolt,
theinsert internal thread shear strength isbased on the major diameter of the mating external threads. Thisthread shear
area can be estimated by (ref. 8).

3T[LeDmajor, ext
AS = —4 (76)
Theinsert ultimate allowable pull-out strength is then
Puit = Fsus (77)

NASA TM-106943 21



The allowable pull-out strengths for several standard sizes of inserts are summarized in table I11.

TABLE IIl.-THREADED INSERT INTERNAL THREAD STRENGTH

Threaded insert Plltj)lt
Specification Sizea Internal LI A-286 Alloy 300 Series CRES
code thread in.
101L | #2-56 0.105 2110 1241
102L | #4-40 0.155 4056 2386
103L | #6-32 0.155 4988 2940
104L | #8-32 0.205 7856 4621
201L | #10-32 0.297 13185 7756
MSSI830E ™50l | 14-28 | 0.360 21029 12370
203L | 5/16-24 | 0.422 30813 18126
204L | 3/8-24 0.485 42496 24998
205L | 7/16-20 0.547 55917 32892
206L | 1/2-20 0.610 71265 41921
207L | 9/16-18 0.797 104751 61618
MS51831F [ 208L | 5/8-18 0.860 125590 73877
209L | 3/4-16 1.235 216424 127308

3Internal locking thread, externally key locked. Other sizes, lengths, and thread pitches are available, including Extra Heavy
Duty (MS51832C) inserts. The allowables for these inserts may be calculated in the same manner.

INSERT EXTERNAL THREAD FAILURE

Theshear areaof theinsert’sexternally threaded regioniscal culated in the same manner asthat for the external
thread shear area of the bolts given by equation (63) with the exception that the area must be reduced by the amount
of arealost for the insert locking keys (if applicable). With external thread shear area, the insert pull-out strength is

Puit = FsuA (78)

Allowable external thread strengths for some standard size inserts are given in table IV.
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TABLE IV.-THREADED INSERT EXTERNAL STRENGTH

Threaded insert Pllljalt
Specification Sizea Internal ASZ, A-286 Alloy 300 Series CRES
code thread in.
101L #2 - 56 0.0157 1335 785
102L #4 - 40 0.0302 2567 1510
103L #6 - 32 0.0329 2797 1645
104L #8 - 32 0.0669 5687 3345
MS51830E | 201L | #10-32 | 0.0945 8033 4725
202L 1/4 - 28 0.1726 14671 8630
203L | 5/16 - 24 0.2321 19729 11605
204L 3/8-24 0.3366 28611 16830
205L | 7/16-20 0.4606 39151 23030
206L 1/2 - 20 0.5831 49564 29155
207L | 9/16-18 1.0247 87100 51235
MSS1831F [ 208l | s/8-18 | 1.2415 105528 62075
209L 3/4 - 16 2.4478 208063 122390

8Internal locking thread, externally key locked. Other sizes, lengths, and thread pitches are available, including Extra
Heavy Duty (MS51832C) inserts. The allowables for these inserts may be calculated in the same manner.

bMinimum shear engagement areas taken from MIL-1-45914A, “Insert, Screw Thread - Locked In, Key Locked, General
Specification For”, April 1991.

INSERT PARENT MATERIAL THREAD FAILURE
Althoughtheactual thread shear areaof the parent material isincreased dightly over that of theinsert’ sexternal

thread shear area, for conservative purposes the shear area of the parent material internal thread is assumed to be the
sameastheinsert’sreduced external thread shear areaused for equation (78). Theparent material pull-out strengthisthen

P, =F_A (79)

ult su's

The allowable pull-out strengths have been tabulated in table V for 6061-T6 aluminum alloy parent material. Similar
values can easily be calculated for other parent materials.
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TABLE V.-PARENT MATERIAL INTERNAL THREAD STRENGTH

Parent material:
Threaded insert 6061-T6
aluminum alloy?
Specification ciigsb Itnhtferggl Pllljalt
101L #2 - 56 424
102L #4 - 40 815
103L #6 - 32 888
104L | #8-32 1806
MS51830E 201L | #10-32 2552
202L | 1/4-28 4660
203L | 5/16-24 6267
204L | 3/8-24 0088
205L | 7/16-20 12436
206L 1/2 - 20 15744
207L | 9/16-18 27667
MS51831F 208L 5/8 - 18 33521
209L 3/4-16 66091

aAluminum properties taken from MIL-HDBK-5F, Table 3.6.2.0(b;).

binternal locking thread, externally key locked. Other sizes, lengths, and
thread pitches are available, including Extra Heavy Duty (MS51832C)
inserts. The allowables for these inserts may be calculated in the same
manner.

MARGIN OF SAFETY CRITERIA

For all three modes of failure, the margin of safety isgiven as

PuIt
Ms=-2_10 (80)
Py

Themargin of safety should becal culated for all three modesof failure, for ultimate strength only, to determine
the limiting mode of failure.
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NUT STRENGTH

Standard M S Class |1 nuts (including fixed and floating plate nuts) are designed to develop the full tensile
strength of a bolt having an ultimate tensile strength of 125 ksi when the tensile area (A;) is based on the basic pitch
diameter of the bolt. As such, the nut strength may be expressed as

Pyt = (125, 000) A, (81)

The ultimate strengths for the Class |1 nuts (ref. 11) have been tabulated and are listed in table VI.

TABLE VI.-FAILURE LOADS FOR A-286
AND 300 SERIES CRES NUTS

Diameter code Pllljalt
#2 - 56 440
#4 - 40 750
#6 - 32 1130
#8 - 32 1720
#10 - 32 2460
1/4 - 28 4580
5/16 - 24 7390
3/8 - 24 11450
7/16 - 20 15450
1/2 - 20 21110
9/16 - 18 26810
5/8 - 18 34130
3/4-16 50020

The margin of safety for the nut may be calculated using equation (80).

TORQUE LIMITS

TablesVII, VIII, and I X were derived from MSFC-STD-486B (ref. 3) for tensile applications. The torque
values given in MSFC-STD-486B have been reduced in proportion to the relative material strengths givenin MIL-
HDBK-5F.
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TABLE VII.-TORQUE VALUES FOR A-2862 SCREW THREAD
FASTENING SYSTEMSP

Nut cadmium Lubricated with . .
T : Lubricated with
Nominal® size, plated per dry film calcium arease’
in. QQ-P-416Y, lubricant®, ma ’
. . in.-lb
in.-Ib in.-Ib
#10 (0.190) 21-23 19 -22 17-18
14 53-58 48 - 54 39-43
5/16 119-132 106 - 117 77 -85
3/8 240 - 266 208 - 299 154 - 171
7/16 399 - 441 364 - 402 249 - 275
12 644 - 712 591 - 653 386 - 426
9/16 922 - 1019 877 -970 538 - 595
5/8 1297 - 1433 1233 - 1362 734 - 812
34 2276 - 2516 2232 - 2467 1233 - 1362

8Assumes 130 ksi ultimate tensile strength.

badd locking torque of self-locking devices to torques values specified in the table. Assumes use of
countersunk washers under the bolt heads and plain washers under nuts.

Bolts are furnished with bare/passivated finish.

d Nuts are plated per QQ-P-416, Type Il, Class 3 and Use Is Limited to 446 °FE

®Bolts and nuts shall be fully coated with MIL-L-8937 lubricant and Use Is Limited to 446 °F. Lubricant
shall be listed on QPL 8937.

Nuts are plated per QQ-P-416, Type IlI, Class 3 and CONOCO HD Calcium Grease No. 2 (or equiva-
lent) shall be applied to the structure and bolt threads, shank, and washer of the fastener system.
Use Is Limited to 446 °F.

TABLE VIII.-TORQUE VALUES FOR 300 CRES? SCREW THREAD
FASTENING SYSTEMSP

Nominal size, Passivated, Plated, Lubricated,
in. in.-Ib in.-Ib in.-Ib
#10 (0.190) 29-31 23-24 17 -18
iz 61 - 64 48 -51 36 - 38
5/16 113-119 90 - 95 67 -71
3/8 195 - 205 156 - 164 117 - 123
7116 325 - 342 260 - 274 195 - 205
12 433 - 456 347 - 365 260 - 274
9/16 607 - 639 485 - 511 364 - 383
5/8 867 - 913 694 - 730 521 - 548
3/4 1248 - 1314 997 - 1049 746 - 785

4300 Series CRES bolts have 73 ksi minimum ultimate tensile strength.
badd locking torque of self-locking devices to torque values specified in the table.
Assumes use of countersunk washers under bolt heads and plain washers under nuts.
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TABLE IX.-TORQUE VALUES?® FOR SMALL DIAMETER
SCREW THREAD FASTENING SYSTEMS

Material
Nominal size,
in. 300 Series CRES A-286 Alloy

in.-oz in.-oz
#2 - 56 (0.086) 26-28 47 - 52
#4 - 40 (0.112) 55 - 60 100 - 110
#6 - 32 (0.138) 102 - 112 185 - 204
#8 - 32 (0.164) 181 - 200 340 - 375

aWhen lubricants are used, tighten to the minimum torque value in the table.
bwhen self-locking devices are used, tighten to the maximum torque value in
the table unless running torques are directly measured.

Thesetorque tables should be followed in conjunction with the procedures and restrictions set forthin MSFC-

STD-486B. If aparticular fastener arrangement or application (e.g., shear) isencountered, but not listed here, the parent
document should again be sought for the appropriate torque levels.
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